
1" PVC SCH 40 or 80 CONDUIT

SIDEWALK

NOTE:

SECTION

1 1/2"

FOUNDATION

LUMINAIRE

5' MAX.

2" CONDUIT-SPARE

1 1/2" COND-PRIMARY FOR LIGHTING

SPARE CONDUITS

10-2 POLE & BRACKET CABLE (RED/BLACK)

BREAKAWAY INLINE FUSE KIT

1" PVC END BELL

#8 STRANDED

COPPER GROUND

ALLOW 24" SLACK

J BOX

MARKED "LT"

HANDHOLE ON SIDE

OPPOSITE APPROACHING

TRAFFIC

#8 STRANDED

COPPER GROUND

GROUND LUG

SCH 80 PVC

1 1/2" PVC FEMALE ADAPTER

1" PVC SCH 40 or 80 CONDUIT

SCH 80 PVC

1 1/2" PVC FEMALE ADAPTER

COMPRESSION TAP

CONNECTOR

ALL CONDUITS TO BE EXTENDED TO PROJECT LIMITS

PLAN

1

2

3

4

5

SCHEDULE 80 PVC CONDUIT UNDER ROADWAYS AND DRIVEWAYS.6

INSULATED MULTI-WIRE CONNECTOR BLOCK (POLARIS OR ILSCO) 7

MAY BE USED TO SPLICE IN JUNCTION BOXES FOR ALL APPLICATIONS

EXCEPT DETECTION LOOPS.

PULL STRINGS IN

ALL CONDUITS

CURB & GUTTER

GROUNDING BUSHING

6" MIN

8" MAX

24"

EX.

GROUND

LUMINAIRE

BASE

PULL STRINGS IN

REFER TO PLANS FOR LOCATIONS OF ADDITIONAL

CONDUIT RUNS NOT SHOWN HERE.

WIRE SIZES SHALL BE PER WIRING SCHEDULE

2" CONDUIT NOT SHOWN

FOR FOUNDATION DETAILS SEE  STATE STANDARD

PLAN J-1B FOR FIXED OR SLIP BASES.

8

J-BOX TO BE SIZED PER NEC

RIGID METAL CONDUIT RISER & 90° BEND
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